
PRODUCT  
INFORMATION 

WeÊrecommendÊthatÊcompaniesÊdistributingÊrustÊstabilisersÊbasedÊonÊKELATE®ÊMR6DÊ
mentionÊonÊtheirÊlabelsÊandÊinÊtheirÊliteratureÊtheÊfollowingÊpointsÊgoverningÊproperÊuseÊ
ofÊKELATE®MR6DÊ: 

 
Surface preparation:  
ApplyÊKELATE®MR6DÊonÊaÊrustedÊsurfaceÊwhichÊisÊclean.ÊRemoveÊoilÊandÊgreaseÊbeforeÊbrushing.Ê
LooseÊrustÊandÊmillÊscaleÊareÊremovedÊbyÊmetallicÊbrush,ÊabrasiveÊdiskÊorÊpaper. 
ThisÊsurfaceÊcorrespondsÊwithÊgradesÊCSt2-DSt2ÊofÊtheÊStandardsÊSISÊÊSSÊ055900ÊforÊpaintingÊsteelÊ
surfaces.Ê 
InÊheavyÊindustrialÊandÊmarineÊatmospheres,ÊrustÊalwaysÊcontainsÊsolubleÊsalts;ÊtheseÊsurfacesÊmustÊbeÊ
washedÊdownÊwithÊclearÊwaterÊbeforeÊKELATE®MR6DÊtreatment. 
 

Application:  
ReadyÊtoÊuse.ÊApplyÊonlyÊonÊrustedÊsurfaces. 
OneÊsingleÊapplicationÊwithoutÊexcessÊisÊenough.ÊUseÊpreferablyÊaÊstiffÊbrushÊtoÊassistÊpenetrationÊintoÊ
theÊrust.ÊAvoidÊtheÊproductÊtoÊrunÊoffÊoverÊtheÊsurface. 
ApplicationÊbyÊrollerÊorÊpneumaticÊsprayÊisÊacceptable. 
TemperatureÊrangeÊforÊapplicationÊ:Ê5-35°C. 
ForÊapplicationÊinÊbrightÊsunshineÊonÊhotÊsurfacesÊaboveÊ40°C,ÊpleaseÊreferÊtoÊourÊtechnicalÊÊservice.ÊAÊ
specialÊformula,ÊKELATE®MR80,ÊisÊavailableÊforÊthisÊtypeÊofÊapplication. 
KELATE®MR6DÊtreatmentÊcanÊbeÊcarriedÊoutÊonÊhumidÊsurfaces. 
AverageÊcoverage:Ê20Êm²/litre 
 

Paint system:  
KELATE®MR6DÊisÊnotÊaÊpaint.ÊForÊlong-termÊprotection,ÊtheÊtreatedÊsurfaceÊmustÊbeÊprotectedÊbyÊaÊ
suitableÊpaintÊsystem.ÊPaintingÊshouldÊbeÊcarriedÊoutÊpreferablyÊwithinÊ48ÊhoursÊafterÊapplicationÊofÊKE-
LATE®MR6D. 
PaintÊmustÊnotÊbeÊappliedÊonÊKELATE®MR6DÊwhileÊitÊisÊreactingÊwithÊtheÊrust.ÊTheÊreactionÊtimeÊisÊ3Ê
hoursÊandÊisÊcharacterizedÊbyÊtheÊsurfaceÊturningÊaÊblue-blackÊcolour. 
RemoveÊbyÊrinsingÊwithÊwaterÊorÊmethylatedÊspiritÊKELATE®MR6ÊwhichÊhasÊbeenÊsplashedÊoutsideÊtheÊ
surfaceÊtoÊtreat. 
MostÊmetalÊprotectiveÊpaintsÊcanÊbeÊusedÊoverÊKELATE®MR6ÊandÊweÊrecommendÊ: 

ForÊindustrialÊmaintenance:ÊalkydÊsystems,ÊmodifiedÊalkyds,Êepoxies,Êurethanes,ÊandÊvinyl’s 
ForÊcarÊbodyÊtouchÊup:ÊAlkydÊ(“synthetics”),Ênitrocellulose,ÊacrylicsÊandÊurethanes. 
ForÊsteelÊprotectionÊinÊtheÊbuildingÊindustryÊandÊdoÊitÊyourselfÊ:ÊalkydÊsystems. 

TypesÊofÊpaintsÊandÊtheÊnumberÊofÊcoatsÊneededÊwillÊbeÊdeterminedÊbyÊtheÊaggressivenessÊofÊtheÊenvi-
ronment. 
 

Recommendations: 
PrecautionsÊshouldÊbeÊtakenÊtoÊavoidÊbyÊsuddenÊshowerÊtheÊpossibleÊ
stainingÊofÊconcreteÊsurfacesÊadjacentÊtoÊtreatedÊareasÊ(maskingÊwithÊ
paperÊorÊplastic,Êetc.). 
StainsÊwhichÊmayÊdevelopÊonÊsurfacesÊorÊhandsÊmayÊbeÊremovedÊ
withÊaÊ1%ÊsolutionÊofÊsodiumÊhypochloriteÊ(householdÊbleachÊdilut-
edÊwithÊ4ÊtimesÊitsÊvolumesÊofÊwater). 
KELATE®MR6DÊhasÊanÊacidÊpHÊandÊusualÊhandlingÊprecautionsÊ
(goggles,ÊrubberÊgloves,Êetc.)ÊshouldÊbeÊtaken. 
IfÊKELATE®MR6DÊisÊsplashedÊintoÊtheÊeyeÊitÊshouldÊbeÊrinsedÊ
immediatelyÊwithÊaÊ1Ê%ÊsolutionÊofÊsodiumÊbicarbonate. 
KELATE®MR6DÊshouldÊnotÊbeÊswallowed.ÊThusÊkeepÊoutÊofÊreachÊ
ofÊchildren. 
AvoidÊcontactÊwithÊskinÊandÊeyes. 
 
ForÊstorageÊandÊapplicationÊofÊKELATE®MR6DÊuseÊplasticÊcon-
tainersÊonly. 
WashÊequipmentÊwithÊwaterÊafterÊuse. 
 
KELATE®MR6DÊmayÊbeÊstoredÊforÊmoreÊthanÊoneÊyearÊwithoutÊ
deterioration. 

                           KELATE®MR6D 
Instructions for use 

Recommended labelling: 
Prepare. Remove oil and grease 
before brushing. Loose rust and mill 
scale are removed by metallic brush, 
abrasive disk or paper. Cover non 
rusted areas. 
Apply only on rusted surfaces. 
One single application without excess  
Use brush or roll. Apply between 5 
and 35°C. Reaction time is 3 hours 
and is characterized by the surface 
turning a blue-black colour. 
Paint over after min 3 hours and 
within 48 hours with solvent based 
paint. Wash equipment with water 
after use. 
Note: Is not a paint. Immediately 
wash off any non rusted surface with 
water. Store in plastic containers. 
Avoid contact with skin and eyes. 


